Model No.

LSM25

Image Size

®30

Focal Length

25 mm

F No.

F2.8

Resolution

4,096 Pixel

M42

Mount TUSS Vision, Inc.

N
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Specifications
@ Supported EV1S04KM-CLV0150-T @ RGB + NIR Corrected lens R,G,B & NIR D REMIELET .
Image Format 4 x—S44 X ®30 Flange Back Length ISRy 12mm
Focal Length AR 25mm Operation BEAR Focus  Manual with lock screw
TH—HR FH OvsERM
Relative Aperture jooN=kz3:7 F=1:2.8 .
Iris Manual with lock screw
Iris Range T A REE F2.8 to 22 TAUR  FH OvIERM
Angular Field of View Ef Horizontal k% Lens Mount LYAIHU b M42 P=1
° (at ©28.7
66° ( ) Filter Screw — 74 L48—%U% M52 P=0.75
Resolution R 4,096pixel, 7um
P . Dimensions KES 55 x 78.736mm (Max. 81.56mm)
Distortion HEBEE 8% (at o) ]
Weight HE 3319
Minimum Object Distance & Zif iRz 0.2m .
Operating Temperature EEREHE -20 to +60°C
Back Focal Length /{w& 74+—h=% 17.17 mm
MTF Relative illumination #RkERELL
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TUSS Vison, Inc.




