TUVS8-7528 2/3 inch 75 mm 8 mp F2.8 C mount Py
Model No. Format Focal length Resolution F No. Mount TUSS Vision, Inc.
UV Lens compatible with IMX487
! ! |mage Format AA—SHAR 2/3 inch (8.8 x 6.6mm, ®11mm)
= o 12.01 Focal Length R 75mm
- Relative Aperture BAOZL F=1:2.8
:|—I§ (o] 1| Iris Range T4 RGEE F2.8 to 22
n © g Angular Field of View B Horizontal ¥  5.7° (2/3inch)
S
o5 =1 % Vertical =m  4.3° (2/3inch)
8 1| - -
2 q I° Resolution B®EH 8MP, 2.7micron
® ° - Optical Distortion . 0.82%
§ Object Distance BB IERE 200mm to 1,150mm
s @73
= L | Back Focal Length N9 IT+—HR 12.01mm
4> Flange Back Length PO 17.526mm
80.1 17.526 Operation BEHR Focus 7#+—#HR Manual with lock screw F8 B0v4 EXf
Iris FTAIZR Manual with lock screw F& 0w %5 ERft
Lens Mount LYZXTY Yk C-mount C®%>hk
Filter Screw TANE—FTE M35.5 P=0.5
Dimensions rET ®52x 80.1mm
Weight HE 380g
Operating Temperature {5 EyiR E -20 to +60°C
Wave Length RE® 200nm to 1,000nm
MTF Relative illumination BEREL
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