VT4Z1450MFZPT (N ver.)

OPTICAL SPEC. HFAAR

(1) Focal Length IR
(2) FNumber  Ff&
(3) Effective Image Size  Bi&M
(4) Back Focal Length  Jtyoox—hHRES
(5) Flange Back Focus  J5>z/\yoge
(6) Object Distance me/ iR
(7) Angle of View  Eifs

(8) Resolution  &E#R5H

FOCUSING SYSTEM TA—=HR

(1) Operation Method  gg&ps=t

(2) Rated Voltage A hmE
(3) Excitation Method RS
(4) Drive Mode  ggp#

(5) Coil Resistance  J-1JLiEHUE
(6) Step Angle  EAZFvIAE
(7) Noise  J+x

(8) Output Gear Toruque KLY

(9) Max. Starting Frequency  gxEiRshEks
(10) Max. Slewing Frequency  feEEREL

(11) Sequence Of Excitation B —4>X

(12) Wiring

(13) Rotation Angle  E#rfaREE

(14) Step Number  XFvF#

14-50 mm +/-5 %

F 2.6(Wide) to F 2.6(Telephoto) +/-5 %

® 16.8 mm

13.995 mm

17.526 mm +0.05 mm

1.2m

Wide 50.5° x 38.0°

to Telephoto 14.5° x 11.1°

Wide Telephoto
Center Corner Center Corner
120 Ip/mm | 100 Ip/mm | 120 Ip/mm| 100 Ip/mm

Stepping Motor Drive

DC 3.3V

2 Phase Excitation

Bi-polar Drive

20Q +/-7%

0.014°

The thickness of inside glass filter is 1.5 mm
FF =-S5 (BK7, [EdH 1.5mm) A

AFYELTE—H—

2 tBmhHE

A R—SERE

60dB (Max.)

200gf-cm (Min.)

800 pps (Min.)

1,100 pps (Min.)

phase step 1 2 3 4
A H H L L
A L L H H
B L H H L
B H L L H
A: GREY (IR) 1
A: BROWN () 2 Molex: 51021-0400
B: YELLOW (&) 3
B: RED () 4
Cable length: 250mm
100°
7,102  Start:0 End: 7,102

VT4Z1450MFZPT (N ver.)

ZOOMING SYSTEM

(1) Operation Method BREh AT

(2) Rated Voltage AHEE

(3) Excitation Method A

(4) Drive Mode BEED

(5) Coil Resistance 1) Vik#ifE

(6) Step Angle EARRTYIAE

(7) Noise JA4Z

(8) Output Gear Toruque IN1%4

(9) Max. Starting Frequency EAEREERS
(10) Max. Slewing Frequency HEEIERAR
(11) Sequence Of Excitation S — >R
(12) Wiring

(13) Rotation Angle ElEARE

(14) Step Number 2TV T

Stepping Motor Drive
DC 3.3V

2 Phase Excitation
Bi-polar Drive

20Q +/-7%

0.067°

60dB (Max.)

2 AR
A R—SERE

200gf-cm (Min.)

800 pps (Min.)

1,100 pps (Min.)

RFYELDE—H—

phase step 1 2 3 4
A H H L L
A L L H H
B L H H L
B H L L H
A: GREY (IR) 1
A: BROWN (%) 2 Molex: 51021-0400
B: YELLOW (&) 3
B: RED () 4
Cable length: 250mm
100°
14,914
Step Number Focal Length
0 14mm
4,455 20mm
7,226 25mm
9,374 30mm
11,148 40mm
12,679 45mm
14,914 50mm




VT4Z1450MFZPT (N ver.)

IRIS SYSTEM

(1) Operation Method  BE&E)75=
(2) Rated Voltage ANEE

(3) Excitation Method RS
(4) Drive Mode

(5) Coil Resistance O JUIRHUE

(6) Starting Frequency BINBERBERL

Stepping Motor Drive

DC 4.0V

2 Phase Excitation 2 A8

Bi-polar Drive
48Q +/-10%
200 pps (Min.)

A R—SERE

RFYESTE—H—

(7) Sequence Of Excitation g~ >R
(8) Wiring — 1B
0 2A
3A
4B
(9) Step Number  XFvI#% 84 +3/-2
Steop Number F Number Steop Number F Number
1 F2.6 44
2 45 F 26
3 46
4 47 F_265
5 48 F 28
6 49 F 29
7 50 F 31
8 51 F 33
9 52 F 35
0 53 F 37
1 54 F 40
2 55 F 43
3 56 F_ 46
14 57 F 50
15 58 F 54
16 59 F 585
17 60 F 64
18 61 F 7.0
19 62 F 7.8
20 63 F 86
21 64 F 96
22 65 F 108
23 66 F 123
24 67 F 140
25 68 F_16.1
26 69 F 186
27 70 F 216
28 71 F 253
29 72 F_30
30 73 E_359
31 74 F_43.6
32 75 F_ 540
33 76 F_687
34 77 F_90.0
35 78 123
36 79 E_178
37 80 F 279
38 81 F 495
39 82 F_1107
40 83 F__4250
41 84 Close
42
43

VT4Z1450MFZPT (N ver.)
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